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Dékujeme,
Ze jste si zakoupili vyrobek FOMEI!

Pred pouZzitim vyrobku si pozorné prectéte tento manual.

Kontakt pro pfipadné dotazy:
E-mail: sls@fomei.com
Webové stranky: www.fomei.com

Upozornéni pred pouZitim:

1. Ujistéte se, Ze je vyrobek neposkozeny a nechybi Zadné soudasti.
2.V pfipadé poskozeni vyrobku se obratte na odborny servis FOMEI.

3. Vyrobek pouZivejte ve vétraném a suchém prostredi.

4. Dbejte na Cistotu svétla, popfipadé kryt vycistéte suchym hadfikem.
5. Vyrobek neposkrabejte ani na néj nevyvijejte tlak.

Bezpednostni upozornéni:

1. VZdy drzte tento vyrobek z dosahu desté nebo vlhkosti, aby nedoslo k poskozeni nebo (razu.
2. Vyrobek nerozebirejte. V pfipadé poskozeni kontaktujte odborny servis FOMEI nebo smluvni
servis s proskolenymi odbornymi pracovniky.

3.V pfipadé, Ze vyrobek rozeberete, tak jiz nebude mozné uplatnit zaru¢ni opravu.

4. Nepouzivejte vyrobek v extrémnich teplotach (+ 50°C).

5. Pfistroj neni vhodny pro pouzivani détmi.

6. NezatéZujte svétlo vice nezZ je nutné.

7. Nepouzivejte ve vihkém prostredi.

8. Béhem pouzivani neomezujte vétraci otvory.

9. Pokud se v blizkosti svétla béhem jeho pouZzivani nachazeji hotlavé materidly, hrozi nebezpedi pozaru.
10. Neumistujte kabely na mista, kde by o né mohlo byt zakopnuto.

11. Uchovavejte mimo dosah déti.

PO SKONCEN{ ZIVOTNOSTI VYROBKU - LIKVIDACE ODPADU:

Vyrobek obsahuje elektronické soucasti. Neodhazujte jej do smésného odpadu,
odevzdejte zpracovateli odpadu nebo na misto zpétného odbéru nebo
oddéleného sbéru tohoto typu odpadu.
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A) O VYROBKU

FOMEI LED 100D je profesionalni LED panel s maximalnim vykonem
100 W a rozmérem 45x24 cm. Svétlo disponuje deviti svételnymi efekty
a je mozné jej napajet z V-Mount baterie. Svétlo je aktivné chlazené
Spickovym vétrakem, diky kterému je vhodné i k profesionalnimu
video pouziti. Je kompatibilni's aplikaci Desal Lite+ a DMX protokolem.

B) OVLADACI PRVKY

1. Displej 6. TlaCitko CHANNEL
2. Ovladaci knoflik 7. Napajeci zdirka

3. Zapinani 8. Uchyceni baterie
4. Tlagitko MENU 9. DMX vystup

5. Tlac¢itko ENTER 10. DMX vstup
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C) OVLADANI
OVLADANI POMOCI DISPLEJE

Kanal, intenzita, bar. teplota
Po zapnuti svétla se na displeji zobrazi prvni g
menu, ve kterém se nastavuje kanal,
intenzita a teplota svétla. Pro nastaveni
kanalu staci zmacknout tlacitko CHANNEL a
pomoci knofliku navolit pozadovanou
hodnotu. Po stisknuti tlacitka ENTER lze
nastavit intenzitu svétla, po opétovném
stisknuti se nastavuje barevna teplota.

Svételné efekty
Po stisknuti tlacitka MENU se |§
dostaneme do dal$iho menu, ve kterém
lze nastavit svételné efekty. Jednotlivé
efekty se prepinaji otacenim knofliku a
po stisknuti tlaCitka ENTER je mozné
ménit jejich rychlost. Po opétovném
stisknuti [ze regulovat jejich intenzitu.

Reset BT pripojeni
Stisknéte tlacitko MENU pro prepnuti do &%
nastaveni BT. Stisknéte ENTER pro vybér
»1¢ a poté otoCenim knofliku zvolte |
hodnotu ,YES“ Poté, co se hodnota na |58 IS
displeji zméni zpét na ,,? je pripojeni
zresetovano.
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OVLADANI POMOCI APLIKACE

Po resetovani BT signalu svétla staci mit zapnuty BT a staZenou
aplikaci Desal Lite+ v telefonu. V aplikaci stisknéte symbol + v pravém
hornim rohu, nasledné stisknéte “Add device“, AZ se vase svétlo objevi
v nabidce, stisknéte symbol +. Svétlo je nyni pridano.

V aplikaci lze ovladat intenzitu svétla, svételné scény a synchronizaci
svétla s hudbou.

STAZENI APLIKACE

[=] F21[m]

QR kod pro stazeni
aplikace
Desal Lite+



D) TECHNICKE INFORMACE

Vykon 100 W
Napaieni sitovy zdroj 16,8V/8A;
pal V-Mount baterie 14,4V
LUX 0,5m/26200, 1 m/7450,
2 m/1910
Barevna teplota 2500-9999K
Hmotnost 3 kg
Rozmery 450x240x62 mm
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FOMEI s.r.o.

Machkova 587

500 11 Hradec Kralové
sls@fomei.com
www.fomei.com

FOMEI Slovakia s.r.o
Za Kasartiou 1

831 03 Bratislava
info@fomei.sk
www.fomei.sk

FOMEI Servis
Tel.: +420 495 056 505
E-mail: servis@fomei.com
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LED LIGHT
FOMEI LED 100D
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Thank you,
for purchasing a FOMEI product!

Please read this manual carefully before using the product.

Contact for any questions:
E-mail: sls@fomei.com
Web page: www.fomei.com

Warning before use:

1. Make sure that the product is intact and that there are no missing parts.

2. In case of damage, contact a profesional service FOMEI.

3. Keep the environment dry and ventilated when using the product.

4. For the best performance of the product, keep the product clean by clean cloth.
5. Do not scratch or apply pressure to the product.

Safety warning:

1.Do not use your LED unit in an environment where moisture is likely to come in contact with the unit.
2. Do not disassemble the product. In case of damage contact a service FOMEI or contractual service with
trained professionals.

3. If the product is disassembled, it will not be covered under warranty.

4. Do not use the product in extreme temperatures (+ 50 °C)

5. The product is not suitable for children.

6. Do not plug/unplug when the power is still connected.

7. Do not burden light more than necessary.

8. Do not restrict air vents while in use.

9. Afire hazard exists if flammable materials are placed in close when the unit is in use.

10. Avoid placing cables where they can be tripped over.

11. Keep out of reach of children.

Recycling:
This product contains electronic parts. Do not throw it into the rubbish bin, take it
to the electronic recyclation facility. Please, protect our planet.
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A) ABOUT PRODUCT

FOMEI LED 100D is a professional LED panel with a maximum power of
100 W and a size of 45x24 cm. It has nine lighting effects and can be
powered by a V-Mount battery. The light is actively cooled by a high-
end fan, which makes it suitable for professional video use. It is
compatible with the Desal Litet+ app and DMX protocol.

B) CONTROLS

1. Display 6. CHANNEL Button
2. Control Knob 7. Charging Port

3. ON/OFF Button 8. Battery Mount

4. MENU Button 9. DMX Output

5. ENTER Button 10. DMX Input
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C) LIGHT CONTROL

Intensity, Color temp., Channel
When you turn the light on, the first menu g
appears on the display. Here you can set the
channel, intensity and temperature of the
light. To set the channel, simply press the
CHANNEL button and use the knob to set
the desired value. After pressing the ENTER
button the light intensity can be set, after
pressing it again you can set the color
temperature.

Lighting effects
Pressing the MENU button takes you to |8
second menu where you can set the
lighting effects. Switch between the
effects by turning the knob, press ENTER
to change their speed. After pressing it
again, you can adjust their intensity.

BT reset
Press MENU button one more time to g
switch into BT settings. Press ENTER to
select ,,?. Then turn the knob to select
LYES“. After ,YES“ disappears, bluetooth
is reseted.
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CONTROL VIA APP

After resetting the BT signal, you just need to have BT turned on and
the Desal Lite+ app downloaded on your phone. In the app, press the
+ symbol in the top right corner, then press "Add device". When your
LED light shows up, press the + symbol. The light is now added.

You can control the intensity of the light, the light scene and sync the
light to music in the app.

APP DOWNLOAD

QR code for E

DeSal Lite+ app
ForiOS and

Android. E

[=]




D)TECHNICAL INFO

Power 100W
NPS 16,8V/8A;

Voltage V-Mount battery 14,4V

LUX 0,5m/26200, 1 m/7450,

2 m/1910
Color temperature 2500-9999K
Mount U-bracket
Weight 3 kg
Dimensions 450x240x62 mm
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